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THE ABTT: Theatre Listings Template Form 
* Please fill out all relevant information below and send to 
office@abtt.org.uk 
 
NAME OF THEATRE 
 
 
CONTACT INFORMATION 
Address 
 
Town 
 
County 
 
Postcode 
 
Email 
 
Main Contact (Name/ number/ email) 
 
Company Manager (Name/ number/ email) 
 
Box Office (Name/ number/ email) 
 
General Admin (Name/ number/ email) 
 
Stage Door (Name/ number/ email) 
 
Technical Manager (Name/ number/ email) 
 
Website  
 
Website Technical Page 
 
 
THEATRE STAFF 
Technical Manager (Name/ number/ email) 
 
Chief Electrician (Name/ number/ email) 
 
Sound Technician (Name/ number/ email) 
 
Stage Manager (Name/ number/ email) 
 
Stage Carpenter (Name/ number/ email) 
 
Flyman (Name/ number/ email) 
 
Wardrobe Contact (Name/ number/ email) 
 
FOH Contact/Manager (Name/ number/ email) 
 
Accommodation list is available from: 
 
 
STAGE DETAILS (ALL DIMENSIONS ARE IN METRES.) 

T\pe of stage (pros/thurst«) 
 
Rake 
 
Surface 
 
Is drilling or other fixing allowed? 
 
Type of flying system 
 

Total number of lines 
 
Barrel (pipe) diameter 
 
Barrel length 
 
Max load rating per set 
 
Maximum out dead 
 
Overall load rating 
 
Spacing between lines 
 
Distance of first available set of lines from US side of pros 
 
Apron Width 
 
Apron Depth 
 
Traps/Size 
 
Weight Restrictions 
 
Are stage plans available? If so, where from? 
 
 
STAGE MANAGEMENT FACILITIES 
Prompt corner pos. 
 
FOH call facilities? 
 
Cue-Lights? 
 
Bar Bells? 
 
Cue-Lights movable? 
 
First aid box? 
 
 
OVERALL DIMENSIONS 

Size of Prosc: 
Width 
 
Height 
 

Wing Space: 
Stage Left 
 
Height of Grid 
 
Stage Right 
 
Setting line to rear of prosc 
 
Setting line to front edge of stage 
 
Setting line rear wall 
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ARE THESE AVAILABLE? 
House tabs 
 
Cyc. 
 

Blacks: 
Borders 
 
Legs 
 
Tabs 
 
 
UNUSUAL OR UNEXPECTED FEATURES 
eg) Get in – height, drop, ramp etc… 
 
 
 
 
 
LX & SOUND DETAILS 

Power available and location: 
Lighting 
 
Sound 
 
Automation 
 
 
LIGHTING 
Additional power supplies available: 
General 
 
Lighting 
 
Sound 
 
Automation 
 

Number of dimmers/ relays &ratings: 
On stage 
 
FOH 
 
 
Any patching/twinning? 
 
Tungsten Lanterns available in fixed rig location: 
Profiles 
 
Fresnels 
 
Cyc Floods 
 
Others 
 
Follow Spots 
 
 
Tungsten lanterns available for rigging anywhere: 
 

LED Lanterns available in fixed rig location: 
Profiles 
 
Fresnels 
 
Cyc Floods 
 
Others 
 
Follow Spots 
 
 
Rigging (eg Tallescope) 
 
 
SOUND 
Indication of tie lines 
 
Mixer position 
 
Equipment available 
 
Headsets/Comms/CCTV details 
 
 
ACCOMODATION 
Dressing rooms 
 
Showers & toilets 
 
Access to stage 
 
Wardrobe facilities 
 
Wig room & facilities 
 
 
ORCHESTRA 
Pit size (permanent /variable) 
 
 
EQUIPMENT AVAILABLE 
Lit music stands 
 
Chairs 
 
Net 
 
Rostra 
 
Double bass pin boards 
 
Sound baffles 
 
 
ORCHESTRA ACCOMODATION 
Band Rooms 
 
 
OTHER/COMMENTS 
Any other features 
 

 


	Address: Wyvern Theatre, Theatre Square
	Town: Swindon
	County: Wiltshire
	Theatre Name: Wyvern Theatre
	Postcode: SN1 1QN
	Email: 
	Main contact: Laura James Theatre Director 01793 509035 Laura@wyverntheatre.org.uk
	Company Manager: NA
	Box Office: 01793 524481
	Admin: Lynne Humpries 01793 509044 admin@wyverntheatre.org.uk
	Stage Door: Wyvern Stage Door 01793 535534 stagedoor@wyverntheatre.org.uk
	Website: https://swindontheatres.co.uk/Online/
	Website Technical Page: https://swindontheatres.co.uk/Online/technicalinformation?menu_id=8B6F8890-B844-47EA-B1FC-59EEDA576B10
	Technical Manager: Paul Wyse 01793 509043 pwyse@wyverntheatre.org.uk
	Tech Manager: Paul Wyse 01793 509043 pwyse@wyverntheatre.org.uk
	Electrician: Sam Owen technical@wyverntheatre.org.uk
	Stage Manager: Edward Jell technical@wyverntheatre.org.uk
	Carpenter: Tia Statford-Smith technical@wyverntheatre.org.uk
	Flyman: Ben Bateman technical@wyverntheatre.org.uk
	FOH Manager: Darren Chivers 01793 509067 dchivers@wyverntheatre.org.uk
	Name: Wyvern Theatre stage door or Admin
	Stage Type: Pros arch theatre 
	Rake: NA
	Surface: Ply wood topped stage floor
	Drilling or fixing?: Yes
	Flying System: Single and Double purchase counterweight
	No of lines: 33 x Double Purchase and 2 x Single Purchase
	Barrel Diameter: 48mm ladder bar
	Barrel Legnth: 14m
	Max Load per set: 285kg SWL 
	Max out dead: 14.91m
	Overall Load rating: 
	Spacing between lines: this varies, please see hanging plot which is available from Paul Wyse Technical Manager
	Distance: 
	Apron width: 
	Apron depth: 
	Traps Size: NA
	Weight restrictions: Please contact Paul Wyse Technical Manager
	Stage plans: Plans from Paul Wyse Technical Manager
	Prompt corner pos: Downstage Right
	Q-Lights: Yes x 12
	Bar Bells: Yes
	Q-Lights Moveable: Yes
	First Aid Box: Onstage located at DSR prompt corner or at stage door.
	Width: 10.77m
	Height: 5.9m
	Stage Left: 4.6m
	Height of grid: 17.3m
	Stage Right: 4.6m
	Line rear: Setting line is at the rear of the iron which sits on the the back of the prosc. 
	Line edge: 2m
	Line rear wall: 8.83m
	Get in: Get in via a concrete dock at truck heigh. Venue has a short ramp for vans. Dock leads to USL via internal dock area.
	Follow Spots: 2 x RJ Super Korigan spots in the control room.
	Cyc Floods: 17 x 1k single cell floods
	Fresnels: 30 x 1.2kw Fresnels and 8 x 2k Fresnels
	Profiles: FOH has 18 x Source 4 Zoom (15 - 30) and are fixed plus FOH slip position with 4 x Source 4 Zoom (15 - 30) each side.
	Patching/Twinning: LX patch gallery located stage left opposite the fly floor.
	On stage: 170 x 2.5k Dimmers, 6 x 5k dimmers and 24 x 2.5k independants all via ETC sensor dimming.
	Lighting Control: located at each facilities panel on stage
	Lighting: downstage right
	Sound: Jamie Prosser technical@wyverntheatre.org.uk
	House Tabs: Yes on C/W set 1
	Cyc: Yes
	Borders: 5 sets
	Legs: 5 sets 
	Tabs: No
	Other features: 
	Band Rooms: 1 x Large band room and toilets 
	Sound Baffles: NA
	Double Bass: NA
	Rostra: 12 x 8ft x 4ft deck plus 1 x 4ft x 4ft deck
	Net: NA
	Chairs: 100 Approx.
	Lit music Stands: 12 plus conductors
	Pit Size: Hydraulic orchestra pit, 12m x 3.5m at lowest full pit. If the pic is stepped or in the stage extension mode the pit is 10.10m x 1.76m. 
	Wardrobe: 
	Stage Access: Via backstage stair well to USC and USR on stage.

	Showers and Toilets: DR 1 and 4 have own showers, DR 2 and 3 share a shower and DR 5 and 6 also share a shower
	Dressing Rooms: 6
	Moveable Lights: 

	Rigging: Tallescope and various ladders.
	Tie Lines: 48 sends 8 returns via Roland REAC system.

	Mixer pos: Rear of the stalls.
	Equip Avail: FOH PA and in house sound desk and equipment are available. Please see tech spec on the website.
	Headset/comms details: Comms both wired and wireless available. CCTV in colour, B&W and Infa red are installed.
	profiles: 
	fresnels: 
	cyc floods: 
	follow spots: 
	general: located at each facilities panel on stage.
	sound: downstage right and downstage left
	others: 40 Par cans with CP61, CP62 lamps
	automation: downstage right
	Sound 1: located at each facilities panel on stage
	Automation: NA
	FOH: Yes
	Others: 
	Wig Room: Large wardrobe with 2 x washing machines and 2 x dryers.
	FOH 2: See above.
	Wig Room 2: to be within the wardrobe area or use of a dressing room


